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             Applications 

Spout or launder Side wall Cover Lower support ring Upper ring 

Precast monolithic 
spout 

Spinel-alumina dry 
mix for stainless steel 

Thermal insulating 
castable mix 

Castable mix for the 
bottom under crucible 

HA Ramming mix for 
blocking crucible 

Castable mix for 
spout repair 

Self flowing mix for 
inductor lining 

Castable mix for 
working lining 

Precast monolithic 
lower ring 

Plastic mix for 
blocking crucible 

Ramming mix for 
spout repair 

Glue for mica paper 
Cement for sticking 
insulating material 

  

Patching material for 
spout repair 

Jointing cement for 
crucible bricks 

   

Plastic mortar for 
spout repair 

Plastic mortar for 
crucible repair 
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            Our Products 
Area Applications Products 

   

1) Spout or Launder High alumina ramming mix PR 290 

 Precast monolitic spout Refravibre 870, K 780 

 Castable mix for spout repair Beton 86 B/P 

 Dry mix for spout hot repair Mixomag 785 H 

 Patching material for spout cold repair Refracol  692-1 H 

 Plastic mortars for spout cold repair PR 110/2, 110,116 CA 

 anti-sticking mortar and coating Refracol 25 BIS, 301 

   

2) Side wall Spinel-alumina dry mixes for stainless steel melting Induram S82 

 Special induction castable mixes grading 3 or 1 mm Beton 9410/3, 9410/1 

 Special induction castable mixes grading 2 mm Electrolut  90 

 
Self flowing mixes for inductor lining grading 3 or 1 
mm 

Castalone C496, C496/1 

 Glues for mica paper Refracol  2, ATAC  30 

 Jointing cements for crucible bricks Refracol  6 T, 620 P9 

 Patching material for repair Réfracol 692-1 H, MI4 

 Bi-componen repairing mix Refravibre H882 T 

   

3) Cover Thermal insulating castable mixes Refrisol 1400, Béton 770 

 Castable mix for working lining  Beton 88, 86B, Béton770 

 Cement for sticking insulating material Refracol  12 A 

   

4) Lower support ring Castable mixes for the bottom under crucible Beton 88, 96 

 Precast monolitic lower ring 
In Refravibre 465 RTC, 
In Refravibre 483 RTC 

   

5) Upper ring High alumina ramming mix for blocking crucible PR 290, Refram 492 

 Plastic mixes for blocking crucible Beton 86 B/P, 98 P, 940 

 Castable mixes for blocking crucible Refravibre 461 RTC 
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